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[25X1

sketches of cémstrnction features
of underground installation at Wséy of Defense in Budapesi, Hungery,
CONFIDENTIAL.7 '

1. underground installation under construc-
tion within the western yard of Hungarian Ministry of Defense located

at Honved and Marko Streets, Budapest,

2, |
|
this underground installation will be used as & docu-

ments repository.

3.

a. The principal overhead cover consists of a slab of
steel-reinforeed concrete, 1.8 by 12.0 by 16.5 m in dimensions.

b, The main slab described above extends 3.5 meters above that
portion of the underground installation walls which extends
from under the main building into the yard. The western side
of the installation is under the main valls of the Ministry of
Defense, which is considered sufficient overhead cover. The
reinforcement rods sre placed in such a manner within the main
slab as to provide an immense amount of tensile sirength for the
slab underside. The rods are placed in the lower third of the slab,
A second (inmer) overhead cover exists at a separation of 0.6 m
from the main overhead slab., The second overhead cover extends
merely within the walls of the underground installation.This
reinforced concrete slab is O.4 m thick. It measures, like the
inner dimension of the room, 3.7 X T.5 m.

¢. The separation of main overhead cover from the imner cover is
achieved by wooden forms, which, after the concrete had been
poured and set, yrovides an air gap of 0.6 m betwean the two covers,
The air gep 1 to provide a cushion against explosive forces
passing through the wain overhead cover. Should the overhead
_cover Tail, the air gup will absorb some of the shock and might
" prevent the immer celling from failure.
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Number, Hatame and Location of Entrances:

The undergreund installstion has a single entrance. Actual access to
the installation is gained by the main gate along Honved U, By
valking aleng the coryidor of the Ministry to the middle of the west
ving, turning inte the hallvay leeding south toward Marko Utca, follow-
ing the ballway to a small anteroom along the left (east) side of the
ballwvey, a circular stairway leads down to = landing in front of the
iron door of the actual entrance to the “Mm installation,

Tunnel, vall and roof ummthitmtﬂ . o

ALl interior surfaces of the wnlsrgroyind ‘testaliation wre lined by e
smooth plain cement cover, - The sxterwal eurfacds are lined with brick
veneer; only the walls ¥nd fivor ef thi¢ undgrground installation are

1ined by bricks, while the overhesd sover is:left as poured, The brick
1ining Y% 0.25 o thisk for the walls and 0.13 ‘m'for-the bedding of the

floor slab of the installitdon. -~ . [

Buber of levels, size &nd lotation of vessagevays and rooms, size and
speoihg of suppording colmmnst R I T
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7.

The installation has enly one level. The imterior of the
installation £loor is T.J meters ‘below the sirect level.

‘b, Size und loeation qf‘,panagewhyu o
Theunagruonnd 'ﬁstglhtiun doss not contai.naw passagevways,
e. Size Mlmﬂian of roomss

The whole of the ‘:ind'_ézgmund installation cofisists of one room
and is located upder the Ministry building wall.

a, Size and spacing of supporting columns:
The installstion does mot have any supporting eelumns.
Type of ventilating system: ' '

Ventilating the underground installation is made possible by sheetmetal

duets, Two ducts, adjecent to each other, {of the following dimensions:
approx, lOem X 60 cu cross section) are used, Ome duct exhausts the air

from the installation and the other feeds fresh air in. The fresh air
duet is located mbout 1 m below the ceiling and the used air duct about
1 m sbove floor level, along the wall formed by the stairway leading
from the landing into the instellatlen. When the air conditioning
pystem is in use, the discharge of fresh air is of such volume that 1t
can be heard, ‘ ) o

25X1
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| The undsrgrouﬁd"inahmtim is provided with one door and no inter-

mediate points of actess exj.lst.

_ The doar leadipg into the underground instsllation is made of either
heavy gauge iron or etesl and is ebout 10 em thick on the outside. The
side toward the landing at the bottom of the cireular stairvell is
covered with oak panelling. '

4
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Building materials are handled in a conventional manner, Cement and
sand are mixed in the yard; trucks bring crushed roek and steel and
wood for reinforcement and forms, The structure 1s cast as one unit
at the site of erection. Steel reinforcing rods of walls are welded
with rods fram both overhead covers, Floor rodding is welded with the
wall steel rods,

9. 25X1

The underground installation is located in gravelly soll of the
left (eastern) bank of the Danube river., Due %o a rare outcropping
of clay soil between the Danube river and the building site, no
Danube water has seeped into the site. The topography can best be
described as a level city enviromment, The lowest part of the pro-
ject is located more than 8.0 m below the sireet level.

10,

The nesrest distinguishing landmark to the site is the Margit Hid
(Margaret Bridge) across the Banube river. The bridge is located
about 150,0 m north of the site, or two blocks north and two blocks
west of the site. The bridge is of triangle shape, having a ramp
each on the two Danube banks as well as one on Margit Sziget (Mergaret
Island),

a, Highwayt

To the west: Honved Street
To the south: Marko Street

b. Waterways:

To the west: Danube River

12, ]

While work progressed at the site, the installation was lighted by
means of temporary wiring, with power obtained from a fuse box or
Junction box in the main hallway of the Ministry building. The tem-
porary wiring wes led through the doorway, with the doorway never

. elosed while work took place,

wond -

C<O~N-F-I-D-E-N-T-I-A-L

i

Approved For Release 2009/07/27 : CIA-RDP80T00246A001600250001-6



Approved For Release 2009/07/27 : CIA-RDP80T00246A001600250001-6

25X1 ’\0
<

Q"Q?

Approved For Release 2009/07/27 : CIA-RDP80T00246A001600250001-6



Approved For Release 2009/07/27 : CIA-RDP80T00246A001600250001-6

CONFITENTIAL

CONF!DENTIAL

1: CIRCULAR STAIRWAY TO GROUND FLOOR OR INSTALIATION BELOW STREET IEVEL
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UNDERGROUND ROOM
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VERTILATING DUCTING

STREET IBVEL (ATCUALIY IN N-YARD OF BUILDING)
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